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DEs0TOD, INC. :
3 MATEZRTIAL SAFETY DATA SHEET NPCA 1-72
FOR COATINGS, RESINS, AND RELATED MATERIALS
CAPPROVED BY US DEPARTHMENT DOF LAROR M"ESSENTIALLY SIMILARY TO FORM OSHA-20)
SECTION I
DESLTO, INC. 1700 S. MT. PROSPECT ROAD
ADMINISTRATIVE AND RESEARCH CENTER DES PLAINES, ILLINOIS 60018

EMERGENCY TELEPHONE (3122 291-45000

PRODUCT CLASS MAMUFACTURERS CONE IDENTIFICATION
POLYESTER 526X44

TRADE NAME SUPER DESOTHANE DN9S52ZE DATE 0OF PREPARATION 09/727/84
FLAT BLACK-UPDATES 0B/30/84 MS
stk ek orokoksooorokosk SECTION TI-HAZARDOUS INGREDIENTS sk
INGREDIENT Z BY:k TLY VAPOR
WEIGHT pPM MG/CUM LEL PRESSURE
a2 20 DEG C
SILICA-AMORPHOUS 15.0 6 TOTAL NA
METHYL ISOBUTYL K&TONE-SKIN 10.0 50 15
ETHYL ACETATE 15.0 400 76
BUTYL ACETATE 20.0 150 \8.0

% PERCENT BY WFIGHT:'

TO NEAREST 5%, PLUS OR MINUS 5%, FOR SUBSTANCES 5-95%;
<5.0 FOR SUBSTANCES 0.5-5.0%;3
<0.3 FDOR SUBSTANCES 0.0-0.5%.

NE = NOT ESTABLISHED
NA = NOT APPLICABLE
sk soeoo ooy STCTION ITI-PHYSICAL DATA sekickpiokiiskinoiioolomisioks
PROPERTY ‘ MEASURSMENT
BOILING RANGE 171.0 T0  25%.0 DEG F. 77.0 TO  126.0 DEG C.
2760 MM HG
VAPOR DENSITY . X HEAVIER LIGHTER THAN AIR
WEIGHT PER GALLON 9.7 LBS.
PERCENT VOLATILE &Y VOLUME 59.2
EVAPCRATION RATE FASTER X SLOWER THAN ETHER

BOE-C6-0190071



) MANUFACTURERS CONE IDENTIFICATION 826X446 PAGE 2

< 09727784
seopiocooooosiossoiolk SECTTON TV-FIRE AND EXPLOSION DATA sclokiciliiikkliokoloiok
UOT CATEGORY FLAMMABLE LIQUID FLASH POINT 31.0 DEG F.
GSHA CATEGORY FLAMMABLE LIQUID-CLASS I 2 (CLOSED CUPD -0.6 DEG C.
LOWER EXPLOSIVE LIMIT SEE II

EXTINGUISHING MEDIA! USE NATINNAL FIRE PROTECTION ASSOCIATION CLASS B
EXTINGUISHERS (CAREON DIOXIDR, LDRY CHEMICAL OR FDAM),

UNUSUAL FIRE AND EXPLOSION HAZARDSS EEP CONTAINERS TIGHTLY CLOSED. ISCLATE
FROM HEAT, ELECTRICAL EQUIPMENT, SPARKS AND OPEN FLAME, CLOSED CONTAINERS MAY
EXPLODE WHEN EXPOSED T2 EXTREMET HEAT. 00 NOT APPLY TD HOT SURFACES.

SPECIAL FIRE FIGHTING PRICFEDURES! WATER SPRAY MAY BE INEFFECTIVE. WATER MAY
BE USED TQ COOL CLOS=3 C(ONTAINERS TO PREVENT PRESSURE BUILD-UP AND POSSIBLE
AUTO IGNITION P" CXPLOSION WHEN FXPISED TJ EXTREME HEAT. IF WATER IS USED, FOG
NOZZILES ARE DR ERABLE .

sl kool SECTINON V-HEALTH HAZARD DATA scoiocioiooisisioksiimaioioioinikioisiosiok

THRESHOLO LIMIT VatLus: SE£ TI (NOT ESTABLISHED FOR PROQUCT)

EFFECTS OF OVEREXPOSURE:S
INHALATIONMN: ANESTHETIC. IRRITATION Of
SYSTEM JtPRESSLJN CHARACTERIZED RY H

RA TDRY TRACT OR ACUTE NERVDUS
. I
CONFUSION, UNCONSCIGUSNESS 0” C0OMA.

MESSy STAGGERING GAIT,

SKIN 0OR EYE CONTACT: PRIMARY IRRITATION.

EMERGENCY AND FIR
RESTORE BREATHING
WASH AFFECTED ARE
PHYSICIAN. EYE C
INGESTIONS: CONSU

ST AID PROCEDURES: INHALATIONS REMOVE FROM EXPOSURE.

. KEZP wWARM AND QUIET. NOTIFY A PHYSICIAN. SKIN CONTACT:

AS WITH WATER, REMOVE CONTAMINATED CLOTHING. CONSULT A
ONTACT:  FLUSH WITH WATZR FOR 15 MINUTES. CONSULT A PHYSICIAN.
LT & PHYSICTAM,

Neesgse ok ekl ekl SECTTION VI-RTEACTIVITY DATA soisioloioiksiokoksioioksioliiioliokioloisiok
STABILITY: UNSTARLE X STABLE

INCOMPATIBILITY (MATERIALS T2 AVOIDR):
HAZARDOUS DECOMPOSITION PRODUCTS: PRIDUCTS OF COMBUSTICON ARE HAZARDOUS.

HAZARDOUS PLILYMERIZA

-

10N May QCCUR X WILL NOT OCCUR

CONDITIONS TCO AVCID:

BOE-C6-0190072
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a,

sk oo SECTIAN VII=-SPILL OR LEAK PROCEDURESHcuiiakisioiiliiokiok

STEPS TO 8E TAKEN IN CASE MATERIAL IS RELEASED OR SPILLED: REMOVE ALL SOURCES
OF IGNITION. AVOID BREATHING VAPGRS. VENTILATE AREA. REMOVE WITH INERT
ABSORBENT AND NIN-SPARKING TOOLS.

WASTE DISPOSAL METHODS: DISPOSE IN ACCORDANCE WITH LOCAL, STATE AND FEDERAL
REGULATIONS. TINCINERATE IN APPROVED FACILITY. DO NOT INCINERATE CLDSED
CONTAINERS.

seseskssoR ok soos . SECTION VITI-SPECIAL PROTECTION INFORMATION seiiisciiokiokiiokik

RESPIRATORY PROTECTION: IN QUTLOOR GR OPEN AREAS USE NIOSH APPROVED
MECHANICAL FILTER n:SPIR&T?R.

IN RESTRICTED VENTILATION AREAS USE MIOSH APPREVED CHEMICAL-MECHANICAL
FILTERS.

IN CONFINED AREAS USE NIOSH APPROVED AIR LINE TYPE RESPIRATORS OR H00ODS.

VENTILATION: WHERE IZMPLOYEES MAY BE EXPOSED, PROVIDE GENERAL DILUTION OR LOCAL
EXHAUST VENTILATIGN IN VOLUME AND PATTERN TO KEEP LEVEL OF HAZARDOUS INGREDIENTS
IN SECTION II BELOW RECOMMENDED (ACGIHY NR REGULATED (OSHAY LIMIT. WHERE
EMPLOYEES WILL HOT 8% EXPOSED, KEEP LEL IN SECTION ITI BELOW 257 OF LIMIT.

(24

PROTECTIVE SLOVES: RECOMMENDED X REQUIRED
SYE PROTECTION: USE SAFETY EYEWARE DESIGNED TO PROTECT AGAINST SPLASH OF
LIQUIDS.

OTHER PROTECTIVE EQUIPHMENT: PREVENT PROLONGED SKIN CONTACT WITH CONTAMINATED
CLOTHING.

Jo wle ~l wia o . ate \l. s‘ ~'4 W wiu whe s s siv wls wls wle ds wls wly wls S i I - C L R fing C A U T I D N S ‘- I, \'; ~'¢ e ~‘¢ b s‘- s e als wis ~'4 Wy ale \’¢ ' 04 wie o, \' wlo
Sowseesoksorksokek SECTTION IX-SPECIAL PRE ‘ 2 s st st st e e e e sl st s skl Fesle e sk sk e ek

PRECAUTIONS TO BE TAKEN TN HANDLING AND STORING: DO NOT STORE ABOVE 120 DEG. F.
STORE LARGE QUANTITISS IN RUILNDINGS DESIGNED FOR STLRAGE OF FLAMMABLE LIQUIDS.

a0 NOT TAKE INTERNALLY. CONTAINSRS SHOULD BE GROUNDED

QTHER PRECAUTIONS:
VDIO FRES FALL CF LIQUID IN EXCESS OF & FEW INCHES.

WHEN POURIMNG. A

D0 WNOT SAND, FLAME CUT, BRAZZ DR WELD THE DRY COATING WITHOUT NIQSH
APPROVED RESPIRATOR DR APPROPRIATE VENTILATION.
OBSERVE PRECAUTIONARY LAREL WARNINGS.

PREPARED BY S. M, STEVENSON
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